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ELECTRICAL SERVICE REQUIREMENTS TOTAL SCHEDULE OF QUANTITIES
TYPE NO. LS | WATTACE |y operaTion| WATTACE
STGNAL (RED) Z i35 [ 17 550 1785 LTEM UNIT ~ QUANTITY CABLE PLAN
(YELLOW) 2 135 | 25 0.25 131.25 NOTE:
135 15 = = MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1 THE TRAFFIC SIGNAL CONTROL
PR P T, 823 s TRAFFIC SIGNAL POST, GALVANIZED STEEL 14 FT. EACH 2 EQUIPMENT FOR THIS PROJECT
PED. SIGNAL 90 55 1.00 - TRAFFIC SIGNAL POST, GALVANIZED STEEL 18 FT. EACH 1 SHALL BE "“ECONOLITE TO MATCH
CONTROLLER 1 100 | 100 1.00 100 SIGNAL HEAD, LED, 1-FACE, 3-SECTION, MAST-ARM MOUNTED EACH 8 THE EXISTING ADJACENT SYSTEM.
TLLUM. SIGN 34 0.05 SIGNAL HEAD, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED EACH 2
SIGNAL HEAD, LED, 1-FACE, 5-SECTION, MAST-ARM MOUNTED EACH 1
SIGNAL HEAD, LED, 2-FACE, 3-SECTION, BRACKET MOUNTED EACH 2
SIGNAL HEAD, LED, 3-FACE, 3-SECTION, BRACKET MOUNTED EACH 1 TS* 6350
FLASHER 135 [ 25 0.50 SIGNAL HEAD, LED, 3-FACE, 2-3 SECTION, 1-5 SECTION BRACKET MOUNTED EACH 1 DOWNERS GROVE
ENERGY COSTS TO: TOTAL = 493.3 TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH 9 e
ILLINOIS DEPARTMENT OF TRANSPORTATION MODIFY EXISTING CONTROLLER CABINET EACH 1 - :
2oL MEST CENTER CORT e REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH 1 e, CEMCON, Led.
’ M UNINTERRUPTABLE POWER SUPPLY, SPECIAL EACH 1 g Sonsurning Engineers, Land Surieyors & Planners
ENERGY SUPPLY CONTACT: —x XY/ Eh-630.562.5100 Fax: 830.862.2199
COMPANY: x E-Mall: caddecemcon.com Website: www.cemcon.com
FILE NAME = USER NemE - JGC BPT REVISED - SCHEDULE OF QUANTITIES, CABLE PLAN, AP SECTION COUNTY | S TAL | SHEET
\MICROST\352105\ 02-6350.06N JGC/RDS REVISED - STATE OF ILLINOIS PHASE DESIGNATION DIAGRAM AND EMERGENCY VEHICLE PREEMPTION [y g 2012-084TS DU PAGE | 89 17
PLOT SCALE = NOT TO SCALE BPT REVISED - DEPARTMENT OF TRANSPORTATION IL ROUTE 56 (BUTTERFIELD ROAD) AT WOODCREEK DR. /LLOYD AVE. CONTRACT NO. 60WO02
PLOT DATE = X 03-22-13 REVISED - FED. ROAD DIST. NO. _ [ILLINOIS[FED. AID PROJECT




	PL60W02-017

